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**PVC may be allowed by the city engineer for 12" mains with special restraining, backfill and 
class requirements.

























Double services 
are not allowed. 









Anchor rods shall be stainless steel. 









The maximum distance from the back of curb to the center of a hydrant is 10-feet. 
Hydrants shall be within the right of way or a public utility easement. 
The minimum size of water main with a fire hydrant shall be 8" 

18"-24"



RPP's shall be set back from the roadway to improve safety and aesthetics in the 
public right of way and/or shall be placed outside the public right of way in a  
public utility easement, as determined by the city engineer. 



Private F.H.

Private F.H.

The minimum size of water line with a fire hydrant shall be 8"





RPP's shall be set back from the roadway to improve safety and aesthetics in the 
public right of way and/or shall be placed outside the public right of way in a  
public utility easement, as determined by the city engineer.







RPP's shall be set back from  
the roadway to improve safety  
and aesthetics in the  
public right of  
way and/or shall be  
placed outside the  
public right of way in a  
public utility easement, a 
s determined by the city engineer.



RPP's shall be set back from  
the roadway to improve safety  
and aesthetics in the public right 
of way and/or shall be placed  
outside the public right of way  
in a public utility easement, as  
determined by the city engineer.



Assemblies shall be set back  
from the roadway to improve  
safety and aesthetics in the  
public right of way and/or shall 
be placed outside the public  
right of way in a public utility  
easement, as determined by  
the city engineer.
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